
Type in the username (either  the default one or your specific ones)
The dns name or ip address of the ilo – you specifiy – 10.1.177.12

Type in the password (either  the default one or your specific ones)



Selecting the first tab ‘system’ status provides the following options: (It also displays a summary status of the ILO and server)
Status summary provides the system/ilo status like power status, firmware and ilo ip address
ILO status provides information about the ILO
Server status will provide some information similar to the survey information
ILO event log contains all the ilo events, when the user has logged in, when the ilo has been reset or a difference in the power state
IML contains the IML log for the server, any hardware failures or POST errors during configuration, can be cleared using this screen
Server and ilo diagnostics for system administration



Selecting the second tab ‘system’ status provides the following options:
Remote console information – the help guide summary if you like
Remote console – the screen used to manage the screen – using the mouse/keyboard
Remote console dual cursor – provides the dual cursor function for system administration
Remote console hot keys – allows you to specify control keys for system administration
Computer lock settings



Selecting the third tab ‘system’ status provides the functions you need to power cycle the server, load virtual media etc:
Virtual power including power reset, power cycle, and power off etc
Virtual media allows you to load a floppy disk, a cdrom from your desktop as well as virtual iso images



Selecting the fourth tab ‘system’ status provides the following options:
User administration – allows you to create/modify users
Network settings – allows you to set the network settings/dhcp or static ip address to access ILO remotely
Upgrade ilo firmware – allows you to manage the ilo firmware



Shows the current firmware version installed – the current latest version 1.91B (for specific Proliant models)

Select the path and image (firmware file *.bin) to upgrade firmware)
Send the firmware image applies firmware and ‘restarts’ the ilo independently 
of the operating system


